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Data Sheet for HSK Toolholder Gages 
 

ISO 12164-1 
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Taper Air Jet Ring 
Hard Chrome plated with 2 measuring levels according to ISO 12164-1 in accordance with Sketch Nr. 
1392 with hose 1.5 meters long and quick connect coupler for connection to MSG. 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-415-2240-004122 
HSK-A40 = HSK-B50  STO-415-2240-004123 
HSK-A50 = HSK-B63  STO-415-2240-004124 
HSK-A63 = HSK-B80  STO-415-2240-004125 
HSK-A80 = HSK-B100  STO-415-2240-004126 
HSK-A100 = HSK-B125  STO-415-2240-004127 
HSK-A125 = HSK-B160  STO-415-2240-004768 
HSK-A160  STO-415-2240-004769 
  

 
 
 
Taper Master Plug 
With calibration step, according to ISO 12164-1 in accordance with Sketch Nr. 1401, hardened and aged 
steel with international certification. 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-300-0008-004128 
HSK-A40 = HSK-B50  STO-300-0008-004129 
HSK-A50 = HSK-B63  STO-300-0008-004130 
HSK-A63 = HSK-B80  STO-300-0008-004131 
HSK-A80 = HSK-B100  STO-300-0008-004132 
HSK-A100 = HSK-B125  STO-300-0008-004133 
HSK-A125 = HSK-B160  STO-300-0008-004770 
HSK-A160  STO-300-0008-004771 
  

 
 
 
Clamping Shoulder – L5 - Mechanical 
For the measurement of the L5  according to ISO 12164-1 in accordance with Sketch Nr. 1421, includes 
master and dial indicator. 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-421-1102-104170 
HSK-A40 = HSK-B50  STO-421-1102-104171 
HSK-A50 = HSK-B63  STO-421-1102-104172 
HSK-A63 = HSK-B80  STO-421-1102-104173 
HSK-A80 = HSK-B100  STO-421-1102-104174 
HSK-A100 = HSK-B125  STO-421-1102-104175 
HSK-A125 = HSK-B160  STO-421-1102-104797 
HSK-A160  STO-421-1102-105199 
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Pre-measurement device for the Toolholder Flange 
 
HSK tool shank according to ISO 12164-1 and Sketch 1477 incl. Gage with indicator and certificate. 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-411-1302-104285 
HSK-A40 = HSK-B50  STO-411-1302-104286 
HSK-A50 = HSK-B63  STO-411-1302-104287 
HSK-A63 = HSK-B80  STO-411-1302-104288 
HSK-A80 = HSK-B100  STO-411-1302-104421 
HSK-A100 = HSK-B125  STO-411-1302-104558 
HSK-A125 = HSK-B160  STO-411-1302-104773 
HSK-A160  STO-411-1302-104774 

 
 
Key Gages 
Measures the size and radius of HSK tool holder drive keys. 
setting gage      measuring gage 1   gage ring with dial 

for dial indicator      for drive keys    indicator and measuring 
       gage 2 for drive keys  
 
Tool Taper per ISO 

12164-1 
Part Number b1 

+/-0.040 e1 e2 
r3 

+/-0.020 
HSK 32 STO-283.001 7.05 8.905 4.903 1.38 
HSK 40 STO-283.002 8.05 11.081 5.903 1.88 
HSK 50 STO-283.003 10.54 13.997 7.648 2.38 
HSK 63 STO-283.004 12.54 18.110 9.150 2.88 
HSK 80 STO-283.005 16.04 22.073 11.898 3.88 

HSK 100 STO-283.006 20.02 27.561 14.888 4.88 
HSK 125 STO-283.007 25.02 35.580 18.388 5.88 
HSK 160 STO-283.008 30.02 44.538 22.888 7.88 

 
Description 
Complete set with case includes measuring ring with dial indicator, measuring gage for lower deviation, 
measuring gage for upper deviation, mean deviation and setting gage for dial indicator. 
 
Function 
The setting gage is placed into the gage ring, and the dial indicator is set to zero. The measuring gage 1 is 
then used to measure the lower deviation of the drive key, and the measuring gage 2 the upper deviation. 
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Air Gaging HSK-Spindle 

 
 
 
 

 

 
 

ISO 12164-2  
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Data Sheet for HSK Spindle Gages 
 

ISO 12164-2 
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Taper Air Jet Mandrel 
Hard Chrome plated with 2 measuring levels according to ISO 12164-2 in accordance with Sketch Nr. 
1395 with hose 1.5 meters long and quick connect coupler for connect to MSG. 
 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-310-2240-004095 
HSK-A40 = HSK-B50  STO-310-2240-004094 
HSK-A50 = HSK-B63  STO-310-2240-004060 
HSK-A63 = HSK-B80  STO-310-2240-004061 
HSK-A80 = HSK-B100  STO-310-2240-004062 
HSK-A100 = HSK-B125  STO-310-2240-004063 
HSK-A125 = HSK-B160  STO-310-2240-004756 
HSK-A160  STO-310-2240-004757 
  

 
 
Taper Master Ring 
With calibration step, according to ISO 12164-2 in accordance to Sketch Nr. 1396, hardened and aged 
steel with international certificate. 
 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-405-0009-004097 
HSK-A40 = HSK-B50  STO-405-0009-004096 
HSK-A50 = HSK-B63  STO-405-0009-004064 
HSK-A63 = HSK-B80  STO-405-0009-004065 
HSK-A80 = HSK-B100  STO-405-0009-004066 
HSK-A100 = HSK-B125  STO-405-0009-004067 
HSK-A125 = HSK-B160  STO-405-0009-004758 
HSK-A160  STO-405-0009-004759 
  

 
 
Pre-measurement device for Spindle, 
HSK spindle according to ISO 12164-2 and Sketch 1578 including dial indicator and certificate.  (No 
master). 
 
 

 
 

  
Type Part Number 

HSK-A32 = HSK-B40  STO-411-2302-104713 
HSK-A40 = HSK-B50  STO-411-2302-104714 
HSK-A50 = HSK-B63  STO-411-2302-104715 
HSK-A63 = HSK-B80  STO-411-2302-104716 
HSK-A80 = HSK-B100  STO-411-2302-104717 
HSK-A100 = HSK-B125  STO-411-2302-104718 
HSK-A125 = HSK-B160  STO-411-2302-104777 
HSK-A160  STO-411-2302-107195 
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